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OBS 
On Board 

System

C17C17 2 BLADES
2 HYDRAULIC 

FEEDING 
ROLLERS

DISC WEIGHT: 97,6 kg

1 COUNTER-BLADE
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C17DK26OTRGN 1235/1365

C17BB40OTRGN 1165/1295

Ø 45mm C17DK26OTRON 1235/1365

C17BB40OTRON 1165/1295

4290/4755  mm

68
0 m

m

20
00

/2
71

0 m
m

1600  mm 

C17DK26CN 1725/1925

C17BB40CN 1665/1865

2835/3285  mm
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1575  mm 36% (20°)

Diesel
KUBOTA V1505 hp25 (kW18,5)

L 
30

L/h
5,2

Petrol
BRIGGS & STRATTON VANGUARD 
EFI40 hp40 (kW29,9)

L 
30

L/h
5,5

Diesel
KUBOTA V1505 hp25 (kW18,5)

L 
30

L/h
5,2

Petrol
BRIGGS & STRATTON VANGUARD 
EFI40 hp40 (kW29,9)

L 
30

L/h
5,5
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O P T I O N A L

C17TPN 935/975

2285/2795  mm
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1575  mm 

Three-point linkage 
for tractor
≥ hp40 (kW29,9)

CAT.
1/2
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